SENIOR SERVICES
Appendix 7-14

Fulton County ADA Transition Plan

RSC

ACS

ACS

ACS

ACS

ACS

ACS

ACS

ACS

ACs

Item No.

0066

0001

0002

0015

0024

0034

0044

0047

0050

0051

0053

Department

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Bldg Name

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Address

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

Line

0013

0001

0002

0003

0007

0008

0009

0010

Area Type; COM

Fl. SPC/
PRGM
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC

Room No. Name

Emergency Exit by Ceramics
Room No. 518 (Building B)

Main Entrance (Building B)

Women's Accessible
Restroom by Main Entrance
(Building B)

Men's Accessible Restroom
(Building B)

Multipurpose Hall (Building
B)

Accessible Route Leading to
Stage at Multipurpose Hall
(Building B)

Library Room No. 509
(Building B)

Game Room No. 510
(Building B)

Game Room No. 510
(Building B)

Computer Lab Room B No.
521 (Building B)

Craft Room No. 513
(Building B)

Physical Obstacle

Emergency exit signage is mounted on the
ceiling.

Accessible entrance does not have signage
displaying the international symbol of
accessibility.

Door has a non-compliant opening force of 7
Ibf.

Door has a non-compliant opening force of 15
Ibf.

Permanent room identifying signage is
mounted at 64.75" (1645 mm) to the baseline
of the highest tactile character.

Furniture encroaches over maneuvering
clearance on the pull side of the door.

Vision lights are mounted at 52" (1321 mm)
above the finished floor.

Vision lights are mounted at 52" (1321 mm)
above the finished floor.

Computers do not appear to have accessible
software.

Computers do not appear to have accessible
software.

ADA Code

§703.4.1

§216.6

§404.2.9

§404.2.9

§703.4.1

8404.2.4

§404.2.11

§404.2.11

8508

8508

Vision lights are mounted at 52.75" (1340 mm) §404.2.11

above the finished floor.

Proposed Correction

Provide signage on latch side with raised characters and grade
2 Braille, mounted at 48 inches min. measured from the
baseline of the lowest tactile character and 60 inches max. from
the baseline of the hiahest tactile character (2010 ADA Fia.

Provide signage at accessible entrance displaying the
International symbol of accessibility.

Adjust or replace door closer, maintain door hinges to provide
an opening force not to exceed 5 Ibf.

Adjust or replace door closer, maintain door hinges to provide
an opening force not to exceed 5 Ibf.

Provide signage on latch side with raised characters and grade
2 Braille, mounted at 48 inches min. measured from the
baseline of the lowest tactile character and 60 inches max. to
the baseline of the highest tactile character (2010 ADA Fig.
703.4.1).

Relocate furniture to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door (2010 ADA
Fig. 404.2.4.1).

Provide at least one see-thru glazed panel mounted at 43"
(1090 mm) max. above the finished floor.

Provide at least one see-thru glazed panel mounted at 43"
(1090 mm) max. above the finished floor.

1iue 11 o1 ine ADA requires mat programs, services ana
activities offered by public agencies be accessible to persons
with disabilities. Section 508 of the Rehabilitation Act of 1973
provides guidelines for developing, procuring, maintaining, or
using electronic and information technology.
Per Section 508 ensure computer provides accessible
hardwaralenfhaara

Title Il of the ADA requires that programs, services and
activities offered by public agencies be accessible to persons
with disabilities. Section 508 of the Rehabilitation Act of 1973
provides guidelines for developing, procuring, maintaining, or
using electronic and information technology.
Per Section 508 ensure computer provides accessible
hardware/software

Provide at least one see-thru glazed panel mounted at 43"
(1090 mm) max. above the finished floor.
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Appendix 7-14

RSC

ACS

ACS

ACS

ACS

ACS

ACs

ACs

ACs

ACS

ACs

Item No.

0060

0061

0067

0089

0090

0091

0100

0104

0110

0113

0114

0127

Department

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Bldg Name

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Address

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

Line

0011

0012

0014

0015

0016

0018

0021

0023

Fl.

1st

1st

1st

1st

1st

1st

1st

1st

1st

1st

1st

1st

Area Type; COM
SPC/
PRGM

COM SPC

COM SPC

COM sPC

COM sPC

COM sPC

COM SPC

COM SPC

COM SPC

COM sPC

COM SPC

COM SPC

COM SPC

Room No. Name

Heavy Art Room No. 517
(Building B)

Ceramics Room No. 518
(Building B)

Men's Accessible Locker
Room No. 525(Building B)

Door From Men's Accessible
Locker Leading to Pool

Door From Men's Accessible
Locker Leading to Pool

Fitness Room No. 522
(Building B)

Main Entrance to
Neighborhood Center
(Building C)

Sit and Chat Cafe (Building
©)

Server Room No. 0128
(Building C)

Women's Accessible
Restroom By Cafeteria
(Building C)

Women's Accessible
Restroom By Cafeteria
(Building C)

Men's Accessible Restroom
By Cafeteria (Building C)

Physical Obstacle ADA Code

Permanent room identifying signage is

mounted on the hinge side of the door. §7034.1
Vision lights are mounted at 52" (1321 mm)

above the finished floor. 540421
ﬁ);?or has a non-compliant opening force of 7 §404.2.9
ﬁ);?or has a non-compliant opening force of 12 §404.2.9
Maneuvering clearance on the pull side of the

door is 53.75" (1365 mm) wide for a parallel 8404.2.4
latch approach.

Vision lights are mounted at 52.25" (1327 mm)

above the finished floor. §404.2.11
Accessible entrance does not have signage

displaying the international symbol of §216.6
accessibility.

Permanent room identifying signage is

mounted on the door header §703.4.1
Door has a non-compliant opening force. §404.2.9
Maneuvering clearance on the pull side of the

door is 17.75" (451 mm). §404.2.4
Door has a non-compliant opening force. §404.2.9
Door has a non-compliant opening force of 15 §404.2.9

Ibf.

Proposed Correction

Provide signage on latch side with raised characters and grade
2 Braille, mounted at 48 inches min. measured from the
baseline of the lowest tactile character and 60 inches max. from
the baseline of the highest tactile character (2010 ADA Fig.
703.4.1).

Provide at least one see-thru glazed panel mounted at 43"
(1090 mm) max. above the finished floor.

Adijust or replace door closer, maintain door hinges to provide
an opening force not to exceed 5 Ibf.

Adijust or replace door closer, maintain door hinges to provide
an opening force not to exceed 5 Ibf.

INstall an automatic door opener of reWork Goor side parttion to
provide the required 24" (609 mm) min. maneuvering clearance
on the pull side of the door for a parallel latch side approach
and 54" (1370 mm) min. deep clear floor area (For door with a
closer) (2010 ADA Fig. 404.2.4.1). For a facility that pre-
dates the enactment of the ADA this dimension should be
considered acceptable per 1990 ADA section 3.2
Dimensional Tolerances and 2010 ADA section 104.1

Lanctruntion and Manufanturina Talaranaa

Provide at least one see-thru glazed panel mounted at 43"
(1090 mm) max. above the finished floor.

Provide signage at accessible entrance displaying the
International symbol of accessibility.

Provide signage on latch side with raised characters and grade
2 Braille, mounted at 48 inches min. measured from the
baseline of the lowest tactile character and 60 inches max. from
the baseline of the highest tactile character (2010 ADA Fig.
703.4.1).

Adjust or replace door closer, maintain door hinges to provide
an opening force not to exceed 5 Ibf.

Rework door side partition to provide the required 18" (457 mm)
min. maneuvering clearance on the pull side of the door beyond
the latch side and 60" (1524 mm) min. deep clear floor leveled
area with slopes not exceeding 1:48 (2010 ADA Fig. 404.2.4.1).
This dimension should be considered accentable per 1990
Adjust or replace door closer, maintain door hinges to provide
an opening force not to exceed 5 Ibf. This door remains open
during business hours

Adjust or replace door closer, maintain door hinges to provide
an opening force not to exceed 5 Ibf.
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RSC

ACS

ACS

ACS

ACS

ACS

ACs

ACs

ACs

Item No.

0134

0143

0145

0146

0147

0148

0149

0151

0152

Department

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Bldg Name

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson

Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson

Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Address

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE

Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE

Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

Line

0025

0028

0029

0030

0032

Area Type; COM

Fl. SPC/
PRGM
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC

Room No. Name

Emergency Exit By Electrical
Data Room No. 124

Physical Obstacle

Permanent room identifying signage is

mounted over the door header.

(Building B)

Permanent room identifying signage does not
Auto Tag Office (Building B) :have Braille or raised characters and is
mounted on the door leaf.

Door From Auto Tag Office :Maneuvering clearance on the pull side of the

Leading to Building B

Door From Auto Tag Office :Vision lights are mounted at 51.25" (1302 mm)
above the finished floor.

Leading to Building B

door is 17.5" (444 mm).

Door From Auto Tag Office :Door has a non-compliant opening force of 15
Leading to Building B Ibf.

Door Leading to Building A

Door Leading to Building A

Ramp Connecting Building A
to Building B

Outdoor Seating Area by
Ramp Connecting Building A |
to Building B

Do
bf.

Maneuvering clearance on the pull side of the
door is 17.25" (438 mm).

Door has a non-compliant opening force of 8
Ibf.

Handrail encroaches over maneuvering
clearance on the pull side of the door reducing : §404.2.4
itto 43" (1092 mm).

or has a non-compliant opening force of 10

ADA Code

§703.4.1

§703.4.1

§404.2.4

§404.2.11

8404.2.9

8404.2.4

8404.2.9

8404.2.9

Proposed Correction

Provide signage on latch side with raised characters and grade
2 Braille, mounted at 48 inches min. measured from the
baseline of the lowest tactile character and 60 inches max. from
the baseline of the highest tactile character (2010 ADA Fig.
703.4.1).

Provide signage on latch side with raised characters and grade
2 Braille, mounted at 48 inches min. measured from the
baseline of the lowest tactile character and 60 inches max. from
the baseline of the highest tactile character (2010 ADA Fig.
703.4.1).

Rework door side partition to provide the required 18" (457 mm)
min. maneuvering clearance on the pull side of the door beyond
the latch side and 60" (1524 mm) min. deep clear floor leveled
area with slopes not exceeding 1:48 (2010 ADA Fig. 404.2.4.1).

Provide at least one see-thru glazed panel mounted at 43"
(1090 mm) max. above the finished floor.

Adijust or replace door closer, maintain door hinges to provide
an opening force not to exceed 5 Ibf.

Rework door side partition to provide the required 18" (457 mm)
min. maneuvering clearance on the pull side of the door beyond
the latch side and 60" (1524 mm) min. deep clear floor leveled

area with slopes not exceeding 1:48 (2010 ADA Fig. 404.2.4.1).

Adjust or replace door closer, maintain door hinges to provide
an opening force not to exceed 5 Ibf.

Rework handrails to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door beyond the
latch side and 60" (1524 mm) min. deep clear floor leveled area
with slopes not exceeding 1:48 (2010 ADA Fig. 404.2.4.1).

Adjust or replace door closer, maintain door hinges to provide
an opening force not to exceed 5 Ibf.
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RSC

ACS

ACS

ACS

ACS

ACs

ACS

Item No.

0154

0175

0177

0205

0215

0221

0222

0250

Department

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Bldg Name

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson

Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Address

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE

Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

Line

0033

0038

0039

0043

0044

0048

0053

Area Type; COM

Fl. SPC/ Room No. Name
PRGM
1st COM SPC Personal Care Room No.
625
1st COM SPC Dining Room No. 621
1st COM SPC Day Room 1 No. 609
Fourth Accessible Restroom
1st COM SPC (From Right to Left) in Day
Room 1
1st COM SPC Nurse's Station Room No.
607
First Accessible Restroom
1st COM SPC (From Left to Right) in Day
Room 2
First Accessible Restroom
1st COM SPC (From Left to Right) in Day
Room 2
1st COM SPC Women's Accessible Locker

Room No. 526

Physical Obstacle

Permanent room identifying signage is
mounted at 63.5" (1613 mm) to the baseline of

the highest tactile character.

ADA Code

§703.4.1

Vision lights are mounted at 52.25" (1327 mm) §404.2.11

above the finished floor.

Door has a non-compliant opening force of 10

Ibf.

Door has a non-compliant opening force of 8

Ibf.

§404.2.9

8404.2.9

Vision lights are mounted at 52.25" (1327 mm) §404.2.11

above the finished floor.

Lockers encroaches over maneuvering
clearance on the pull side of the door.

Door has a non-compliant opening force of 7

Ibf.

Door has a non-compliant opening force of 7

Ibf.

§404.2.4

8404.2.9

8404.2.9

Proposed Correction

Provide signage on latch side with raised characters and grade
2 Braille, mounted at 48 inches min. measured from the
baseline of the lowest tactile character and 60 inches max. to
the baseline of the highest tactile character (2010 ADA Fig.
703.4.1).

Provide at least one see-thru glazed panel mounted at 43"
(1090 mm) max. above the finished floor.

Adjust or replace door closer, maintain door hinges to provide
an opening force not to exceed 5 Ibf.

Adijust or replace door closer, maintain door hinges to provide
an opening force not to exceed 5 Ibf.

Provide at least one see-thru glazed panel mounted at 43"
(1090 mm) max. above the finished floor.

Relocate lockers to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door beyond the
latch side and 60" (1524 mm) min. deep clear floor leveled area
with slopes not exceeding 1:48 (2010 ADA Fig. 404.2.4.1).

Adjust or replace door closer, maintain door hinges to provide

an opening force not to exceed 5 Ibf.

Adjust or replace door closer, maintain door hinges to provide
an opening force not to exceed 5 Ibf.
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RSC

ACS

ACS

ACS

ACS

ACs

ACs

ACs

ACs

ACs

Item No.

0281

0290

0294

0296

0297

0298

0299

0300

0302

0306

Department

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Bldg Name

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Address

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

Line

0054

0057

0058

0059

0060

0061

Area Type; COM

Fl. SPC/
PRGM
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC

Room No. Name

Door From Women's
Accessible Locker Leading
to Pool

Pool Area

Recreation Room No. 108
(Building C)

Recreation Room No. 108
(Building C)

Recreation Room 2 No. 109
(Building C)

Craft Room No. 117
(Building C)

Computer Lab Room No.
112 (Building C)

Computer Lab Room No.
112 (Building C)

Ceramics Room No. 115
(Building C)

Lounge Room No. 107
(Building C)

Physical Obstacle

Door has a non-compliant opening force of 8
Ibf.

Emergency exit sign is mounted on the ceiling

Furniture encroaches over maneuvering
clearance on the pull side of the door.

ADA Code

8404.2.9

§703.4.1

§404.2.4

Vision lights are mounted at 52.25" (1327 mm) §404.2.11

above the finished floor.

Vision lights are mounted at 52" (1321 mm)
above the finished floor.

Vision lights are mounted at 52" (1321 mm)
above the finished floor.

Vision lights are mounted at 52" (1321 mm)
above the finished floor.

Computers do not appear to have accessible
software.

Display encroaches over maneuvering
clearance on the pull side of the door.

Table encroaches over maneuvering
clearance on the pull side of the door.

§404.2.11

§404.2.11

§404.2.11

8508

8404.2.4

8404.2.4

Proposed Correction

Adjust or replace door closer, maintain door hinges to provide
an opening force not to exceed 5 Ibf.

FIOVIUE SIGHAYE UIT TG SIUE Wl TSEu Gl dCiens diu graue
2 Braille, mounted at 48 inches min. measured from the
baseline of the lowest tactile character and 60 inches max. from
the baseline of the highest tactile character (2010 ADA Fig.

Relocate furniture to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door (2010 ADA
Fig. 404.2.4.1).

Provide at least one see-thru glazed panel mounted at 43"
(1090 mm) max. above the finished floor.

Provide at least one see-thru glazed panel mounted at 43"
(1090 mm) max. above the finished floor.

Provide at least one see-thru glazed panel mounted at 43"
(1090 mm) max. above the finished floor.

Provide at least one see-thru glazed panel mounted at 43"
(1090 mm) max. above the finished floor.

Title Il of the ADA requires that programs, services and
activities offered by public agencies be accessible to persons
with disabilities. Section 508 of the Rehabilitation Act of 1973
provides guidelines for developing, procuring, maintaining, or
using electronic and information technology.

Per Section 508 ensure computer provides accessible
hardware/software

Relocate display to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door (2010 ADA
Fig. 404.2.4.1).

Relocate table to provide the required 18" (457 mm) min.
maneuvering clearance on the pull side of the door beyond the
latch side and 60" (1524 mm) min. deep clear floor leveled area
with slopes not exceeding 1:48 (2010 ADA Fig. 404.2.4.1).
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RSC

ACS

ACS

ACS

ACS

ACs

ACs

ACS

ACs

Item No.

0310

0311

0315

0316

0318

0319

0323

0324

0325

Department

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Bldg Name

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson

Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Address

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

Area Type; COM

Line Fl. SPC/
PRGM
1st COM SPC
0062 1st COM SPC
1st COM SPC
0064 1st COM sSPC
1st COM SPC
1st COM SPC
0066 1st COM SPC
1st COM SPC
0067 1st COM SPC

Room No. Name

Lounge Room No. 107
(Building C)

Door Leading to Building C

Two Accessible Parking
Spaces on NW corner of
Facility

Accessible Route From
Public Rights-of-Way (NW
corner of Facility)

Accessible Route From
Public Rights-of-Way (NW
corner of Facility)

Accessible Route From
Public Rights-of-Way (NW
corner of Facility)

Accessible Route Leading to
Main Entrance (NW corner
of Facility)

Accessible Route Leading to
Main Entrance (NW corner
of Facility)

Passenger Loading Zone
(NW corner of Facility)

Physical Obstacle

Door has a non-compliant opening force of 7
Ibf.

Maneuvering clearance on the pull side of the
door is 12" (305 mm).

Accessible parking space on right has sign
obstructed by a branch

There is no signage posted indicating the
location of an accessible entrance.

The surface of the accessible route (sidewalk)
is not slip resistant due to man hole cover.

Accessible route has a non-compliant vertical
change in level.

Accessible route has a non-compliant cross
slope of 4.3 %.

Accessible route has a non-compliant cross
slope of 3.6 %.

Passenger loading zone does not have
signage displaying the international symbol of
accessibility.

ADA Code

§404.2.9

§404.2.4

§502.6

§216.6

§403.2

8403.4

8403.3

§403.3

8503

Proposed Correction

Adjust or replace door closer, maintain door hinges to provide
an opening force not to exceed 5 Ibf.

Install an automatic door opener to comply with requirements
for an 18" (457 mm) min. maneuvering clearance on the pull
side of the door beyond the latch side and 60" (1524 mm) min.
deep clear floor leveled area with slopes not exceeding 1:48
(2010 ADA Fig. 404.2.4.1).

Install signage indicating accessible parking that displays the
international symbol of accessibility and mount at 60" (1524
mm) min. above the finished floor.

Post signage indicating location of the accessible entrance
serving the facility. If sign is to be placed overhead it shall have
a minimum character height of 3" (76 mm).

Rework or repave accessible route to provide a surface that is
stable, firm and slip resistant, with a cross slope not exceeding
0

Rework accessible route to provide a 0.25"-0.5" (6 mm-12 mm)
max. change of level, beveled with a slope no greater than 1:2
(2010 ADA Fig. 303.3).

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

Provide signage displaying the International symbol of
accessibility at passenger loading zone.
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RSC

ACS

ACS

ACS

ACs

ACS

ACs

ACs

ACs

ACS

Item No.

0326

0327

0329

0332

0333

0334

0337

0338

0340

0342

Department

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Bldg Name

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson

Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Address

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE

Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

Line

0068

0069

0071

0072

Fl.

1st

1st

1st

1st

1st

1st

1st

1st

1st

1st

Area Type; COM
SPC/
PRGM

COM SPC

COM sPC

COM sPC

COM SPC

COM SPC

COM SPC

COM SPC

COM SPC

COM SPC

COM SPC

Room No. Name

Passenger Loading Zone
(NW corner of Facility)

Accessible Route Leading to
Building B

Accessible Route Leading to
Building B

Accessible Route Leading to
Building B

Accessible Route Leading to
Building B

Passenger Loading Zone by
Building B

Accessible Route Leading to
First Set Accessible Parking
Spaces on North Side

First Set Accessible Parking
Spaces on North Side of
Facility

First Set Accessible Parking
Spaces on North Side of
Facility

First Set Accessible Parking
Spaces on North Side of
Facility

Physical Obstacle

Passenger loading zone has a 4.4 % non-
compliant surface slope on the access aisle.

The sign indicating the location of the
accessible route leading to building B does not
provide the international symbol of
accessibility, and it is not really visible until you
are close to the corner.

Ramp handrails do not have extensions.

Ramp handrails do not have extensions.

Top landing has a non-compliant surface
slope of up to 3.3%

Passenger loading zone does not have
signage displaying the international symbol of
accessibility.

The only means of access to the first set of
accessible parking spaces on the north of side
is by stairs.

First accessible parking space (from left to
right ) does not have signage indicating
accessible parking.

Second accessible parking space (from left to
right ) has signage indicating accessible
parking covered by a branch

Second access aisle (from left to right ) has a
non-compliant surface slope of up to 4.8 %
due to a catch basin

ADA Code

§503.4

§216.6

§505.10.1

§505.10.1

8405.7.1

8503

§405.2,
§403.3,
8403.4,
8405.7,
8405.8,
8405.9.1,
840592

§502.6

§502.6

§502.4

Proposed Correction

Restripe to provide a 60" (1524 mm) min. wide access aisle
serving a 20 ft. (6096 mm) min. long vehicle pull up space with
a surface slope not exceeding 2% in all directions (2010 ADA
Fig. 503.3).

Post signage with the international symbol of accessibility
indicating location of the accessible entrance serving the facility.
relocate sign closer to main entrance. If sign is to be placed
overhead it shall have a minimum character height of 3" (76
mm).

Provide handrails extensions 12" (304 mm) min. beyond the top
and bottom of the ramp segment (2010 ADA Fig. 505.10.1).

Provide handrails extensions 12" (304 mm) min. beyond the top
and bottom of the ramp segment (2010 ADA Fig. 505.10.1).

Rework landing to provide a surface slope not exceeding 2% in
all directions (2010 ADA Fig. 405.7).

Provide signage displaying the International symbol of
accessibility at passenger loading zone.

Rework area to provide a switch back ramp with the least
running slope possible not to exceed 8.33% (1:12) and cross
slopes not exceeding 2% (1:48). Install handrails between 34"
and 38" (863 mm - 965 mm) above the finished floor to the top
of gripping surfaces, with extensions that project 12" (304 mm)
min. beyond the top and bottom of the ramp segment. A
minimum clearance of 36" (914 mm) is reauired hetween the
Install signage indicating accessible parking that displays the
international symbol of accessibility and mount at 60" (1524
mm) min. above the finished floor.

Remove branch to allow a clear vision of signage indicating
accessible parking.

Rework or repave to provide an access aisle with surface slope
not exceeding 2% in all directions.
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RSC

ACS

ACS

ACS

ACS

ACS

ACS

ACS

ACs

ACS

ACs

ACs

ACs

ACS

Item No.

0344

0345

0346

0347

0348

0349

0350

0351

0352

0353

0354

0355

0357

0359

Department

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Bldg Name

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Address

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

Line

0073

0074

0075

0076

0077

Area Type; COM

Fl. SPC/
PRGM
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM sSPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC

Room No. Name

Accessible Route Leading to
Second Set Accessible
Parking Spaces on North
Side

Second Set of Accessible
Parking Spaces on North
Side of Facility

Second Set of Accessible
Parking Spaces on North
Side of Facility

Second Set of Accessible
Parking Spaces on North
Side of Facility

Second Set of Accessible
Parking Spaces on North
Side of Facility

Second Set of Accessible
Parking Spaces on North
Side of Facility

Second Set of Accessible
Parking Spaces on North
Side of Facility

Passenger Loading Zone by
Building C (Neighborhood
Senior Center)

Passenger Loading Zone by
Building C (Neighborhood
Senior Center)

Passenger Loading Zone by
Building C (Neighborhood
Senior Center)

Two Accessible Parking
Spaces On Left Side of
Entrance to Building C (Front
Side)

Two Accessible Parking
Spaces On Left Side of
Entrance to Building C (Front
Side)

Two Accessible Parking
Spaces On Left Side of
Entrance to Building C (Front
Side)

Two Accessible Parking
Spaces On Left Side of
Entrance to Building C (Back
Side)

Physical Obstacle

The only means of access to the second set of
accessible parking spaces on the north of side
is by stairs.

First accessible parking space (from left to
right ) does not have signage indicating
accessible parking.

First accessible parking space (from left to
right ) has a non-compliant surface slope of up
10 3.7%

Second accessible parking space (from left to
right ) has a non-compliant surface slope of up
10 2.8%

Third accessible parking space (from left to
right ) has a non-compliant surface slope of up
t0 2.6%

Second access aisle (from left to right ) has a
non-compliant surface slope of up to 2.4 %.

Fourth accessible parking space (from left to
right ) has a non-compliant surface slope of up
10 2.5% due to a catch basin

Passenger loading zone does not have
signage displaying the international symbol of
accessibility.

Passenger loading zone has a 2.4 % non-
compliant surface slope.

Passenger loading zone has a 2.8 % non-
compliant surface slope at access aisle.

First accessible parking (from left to right) has
signage indicating accessible parking mounted
at 59.5" (1511 mm) above the finished floor.

First accessible parking space (from left to
right ) has a non-compliant surface slope of up
10 3.1%

Second accessible parking (from left to right)
has signage indicating accessible parking
mounted at 57.5" (1540 mm) above the
finished floor.

First accessible parking (from left to right) has
signage indicating accessible parking mounted
at 57.25" (1424 mm) above the finished floor.

ADA Code

84U5.2,
8403.3,
8403.4,
8405.7,
8405.8,

SANE Q1

8502.6

§502.4

§502.4

§502.4

§502.4

§502.4

8503

§503.4

§503.4

§502.6

§504.2

§502.6

§502.6

Proposed Correction

KEWOrK area 10 proviae a SWItcn Dack ramp witn tne ieast
running slope possible not to exceed 8.33% (1:12) and cross
slopes not exceeding 2% (1:48). Install handrails between 34"
and 38" (863 mm - 965 mm) above the finished floor to the top
of gripping surfaces, with extensions that project 12" (304 mm)

min. hovnnd tha tan and hattam, of tha ramn canmant,

Install signage indicating accessible parking that displays the
international symbol of accessibility and mount at 60" (1524
mm) min. above the finished floor.

Rework or repave to provide an accessible parking space with
surface slope not exceeding 2% in all directions.

Rework or repave to provide an accessible parking space with
surface slope not exceeding 2% in all directions.

Rework or repave to provide an accessible parking space with
surface slope not exceeding 2% in all directions.

Rework or repave to provide an access aisle with surface slope
not exceeding 2% in all directions.

Rework or repave to provide an accessible parking space with
surface slope not exceeding 2% in all directions.

Provide signage displaying the International symbol of
accessibility at passenger loading zone.

Restripe to provide a 60" (1524 mm) min. wide access aisle
serving a 20 ft. (6096 mm) min. long vehicle pull up space with
a surface slope not exceeding 2% in all directions (2010 ADA
Fig. 503.3).

Restripe to provide a 60" (1524 mm) min. wide access aisle
serving a 20 ft. (6096 mm) min. long vehicle pull up space with
a surface slope not exceeding 2% in all directions (2010 ADA
Fig. 503.3).

Install signage indicating accessible parking that displays the
international symbol of accessibility and mount at 60" (1524
mm) min. above the finished floor.

Rework or repave to provide an accessible parking space with
surface slope not exceeding 2% in all directions.

Install signage indicating accessible parking that displays the
international symbol of accessibility and mount at 60" (1524
mm) min. above the finished floor.

Install signage indicating accessible parking that displays the
international symbol of accessibility and mount at 60" (1524
mm) min. above the finished floor.
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RSC

ACS

ACS

ACS

ACS

ACS

ACS

ACs

ACs

ACS

ACs

ACS

Item No.

0362

0369

*0312

*0313

*0314

*0317

*0330

*0331

*0335

*0339

*0341

*0343

Department

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Bldg Name

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Address

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

Line

0063

Area Type; COM

Fl. SPC/
PRGM
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC

Room No. Name

Two Accessible Parking
Spaces On Left Side of
Entrance to Building C (Back
Side)

Two Accessible Parking
Spaces On Right Side of
Entrance to Building C (Back
Side)

Two Accessible Parking
Spaces on NW corner of
Facility

Two Accessible Parking
Spaces on NW corner of
Facility

Two Accessible Parking
Spaces on NW corner of
Facility

Accessible Route From
Public Rights-of-Way (NW
corner of Facility)

Accessible Route Leading to
Building B

Accessible Route Leading to
Building B

Passenger Loading Zone by
Building B

First Set Accessible Parking
Spaces on North Side of
Facility

First Set Accessible Parking
Spaces on North Side of
Facility

Hirst Set Accessible Parking

Spaces on North Side of
Lacility

Physical Obstacle

Second accessible parking (from left to right)
has signage indicating accessible parking
mounted at 59.5" (1511 mm) above the

finished floor.

Second accessible parking (from left to right)
has signage indicating accessible parking
mounted at 54.5" (1384 mm) above the

finished floor.

Accessible parking space on left has a 2.5 %

non-compliant surface slope.

Access aisle has a non-compliant surface

slope of up to 2.4%

Accessible parking space on right has a non-
compliant surface slope of up to 3.0%

Accessible route has a non-compliant cross

slope of 2.5 %.

First leg of the ramp has slopes of up to 6.3 %
runs 30 ft (9.14 mt) and does not have the
required handrails on both sides.

Second leg of the ramp has slope of up to 6.3
% runs 30 ft (9.14 mt) and does not have the
required handrails on both sides.

Passenger loading zone has a 5.2 % non-
compliant surface slope at access aisle.

First accessible parking space (from left to
right ) has a non-compliant surface slope of up

t0 3.3%

Third accessible parking space (from left to
right ) has a non-compliant surface slope of up

to0 3.3%

Fourth accessibie parking space (from eft to
right ) has a non-compliant surface slope of up

t0 4104 gty atch bagin

ADA Code

8502.6

8502.6

§502.4

§502.4

§502.4

§403.3

8405.8

8405.8

§503.4

§502.4

§502.4

§502.4

Proposed Correction

Install signage indicating accessible parking that displays the
international symbol of accessibility and mount at 60" (1524
mm) min. above the finished floor.

Install signage indicating accessible parking that displays the
international symbol of accessibility and mount at 60" (1524
mm) min. above the finished floor.

Rework or repave to provide an accessible parking space with
surface slope not exceeding 2% in all directions.

Rework or repave to provide an access aisle with surface slope
not exceeding 2% in all directions.

Rework or repave to provide an accessible parking space with
surface slope not exceeding 2% in all directions.

Rework or repave accessible route to provide a cross slope not
exceeding 2%.

For ramps rising over 6" (152 mm) provide handrails on both
sides of ramp and mount between 34" and 38" (863 mm - 965
mm) above the ramp surface to top of gripping surfaces,
extending 12" (304 mm) min. beyond the top and bottom of the
ramp segment (2010 A

For ramps rising over 6" (152 mm) provide handrails on both
sides of ramp and mount between 34" and 38" (863 mm - 965
mm) above the ramp surface to top of gripping surfaces,
extending 12" (304 mm) min. beyond the top and bottom of the
ramp segment (2010 A

Restripe to provide a 60" (1524 mm) min. wide access aisle
serving a 20 ft. (6096 mm) min. long vehicle pull up space with
a surface slope not exceeding 2% in all directions (2010 ADA
Fig. 503.3).

Rework or repave to provide an accessible parking space with
surface slope not exceeding 2% in all directions.

Rework or repave to provide an accessible parking space with
surface slope not exceeding 2% in all directions.

Rework or repave to provide an accessible parking space with
surface slope not exceeding 2% in all directions.
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RSC

ACS

ACS

ACS

ACS

ACS

ACS

ACS

ACS

ACs

ACS

ACS

Item No.

*0356

*0358

*0360

*0361

*0363

*0364

*0365

*0366

*0367

*0368

*0370

0003

Department

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Bldg Name

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Address

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

Line

0078

0079

Area Type; COM

Fl. SPC/
PRGM
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC

Room No. Name

Two Accessible Parking
Spaces On Left Side of
Entrance to Building C (Front
Side)

Two Accessible Parking
Spaces On Left Side of
Entrance to Building C (Front
Side)

Two Accessible Parking
Spaces On Left Side of
Entrance to Building C (Back
Side)

Two Accessible Parking
Spaces On Left Side of
Entrance to Building C (Back
Side)

Two Accessible Parking
Spaces On Left Side of
Entrance to Building C (Back
Side)

Two Accessible Parking
Spaces On Right Side of
Entrance to Building C (Front
Side)

Two Accessible Parking
Spaces On Right Side of
Entrance to Building C (Front
Side)

Two Accessible Parking
Spaces On Right Side of
Entrance to Building C (Front
Side)

Two Accessible Parking
Spaces On Right Side of
Entrance to Building C (Back
Side)

Two Accessible Parking
Spaces On Right Side of
Entrance to Building C (Back
Side)

Two Accessible Parking
Spaces On Right Side of
Entrance to Buildina C (Back

Women's Accessible
Restroom by Main Entrance
(Building B)

Physical Obstacle

Access aisle has a 3.4 % non-compliant
running slope.

Second accessible parking space (from left to
right ) has a non-compliant surface slope of up
t0 3.4%

First accessible parking space (from left to
right ) has a non-compliant surface slope of up
10 3.1%

Access aisle has a 3.3 % non-compliant
running slope.

Second accessible parking space (from left to
right ) has a non-compliant surface slope of up
to 4.5%

First accessible parking space (from left to
right ) has a non-compliant surface slope of up
t0 2.6%

Access aisle has a 3.0 % non-compliant
running slope.

Second accessible parking space (from left to
right ) has a non-compliant surface slope of up
10 2.7%

First accessible parking space (from left to
right ) has a non-compliant surface slope of up
t0 2.7%

Access aisle has a 3.3 % non-compliant
running slope.

Second accessible parking space (from left to
right ) has a non-compliant surface slope of up
t0.4.5%

Paper towel dispenser is mounted beyond
required reach allowed for approach provided
and is mounted at 56.75" (1441 mm) above
the finished floor.

ADA Code

8502.4

8504.2

§504.2

§502.4

§504.2

§504.2

§502.4

§504.2

§504.2

§502.4

§504.2

§308.2.1

Proposed Correction

Rework or repave to provide an access aisle with running slope
not exceeding 2% in all directions.

Rework or repave to provide an accessible parking space with
surface slope not exceeding 2% in all directions.

Rework or repave to provide an accessible parking space with
surface slope not exceeding 2% in all directions.

Rework or repave to provide an access aisle with running slope
not exceeding 2% in all directions.

Rework or repave to provide an accessible parking space with
surface slope not exceeding 2% in all directions.

Rework or repave to provide an accessible parking space with
surface slope not exceeding 2% in all directions.

Rework or repave to provide an access aisle with running slope
not exceeding 2% in all directions.

Rework or repave to provide an accessible parking space with
surface slope not exceeding 2% in all directions.

Rework or repave to provide an accessible parking space with
surface slope not exceeding 2% in all directions.

Rework or repave to provide an access aisle with running slope
not exceeding 2% in all directions.

Rework or repave to provide an accessible parking space with
surface slope not exceeding 2% in all directions.

Lower or install paper towel dispenser at 48" (1219 mm) max.
above the finished floor for forward approach to object (2010
ADA Fig. 308.2.1).
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RSC

ACS

ACS

ACS

ACs

ACs

ACS

Item No.

0004

0007

0008

0009

0010

0011

0012

Department

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Bldg Name

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Address

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

Line

Fl.

1st

1st

1st

1st

1st

1st

1st

Area Type; COM

SPC/
PRGM

COM SPC

COM SPC

COM sPC

COM sPC

COM sPC

COM SPC

COM SPC

Room No. Name

Women's Accessible
Restroom by Main Entrance
(Building B)

Women's Accessible
Restroom by Main Entrance
(Building B)

Women's Accessible
Restroom by Main Entrance
(Building B)

Women's Accessible
Restroom by Main Entrance
(Building B)

Women's Accessible
Restroom by Main Entrance
(Building B)

Women's Accessible
Restroom by Main Entrance
(Building B)

Corridor by Women's
Accessible Restroom
(Building B)

Physical Obstacle

Sanitary napkin dispenser requires pinching
and tight grasping to operate.

Coat hook is mounted beyond required reach

allowed for approach provided and is mounted

at 57.5" (1460 mm) above the finished floor.

Accessible toilet compartment (stall) door is
located at 6" (152 mm) from the side wall or
partition farthest from the water closet

Toilet seat cover dispenser is mounted 8.75"
(222 mm) over the side wall grab bar.

Toilet seat cover dispenser is mounted beyond

reach ranges at 52" (1321 mm) above the
finished floor.

Accessible toilet compartment (stall) is 59.25"
(1505 mm) deep by 59" (1499 mm) wide.

Trash bin encroaches over hand sanitizer
clear floor space.

ADA Code

§309.4

§603.4

8604.8.2.2

8609.3

§308.2.1

§604.8.1.1

§305.3

Proposed Correction

Replace or retrofit with system operable with one hand, not
requiring pinching, tight grasping or turning of the wrist to
operate.

Lower or install coat hook at 48" (1219 mm) max. above the
finished floor for forward approach to object (For toilet and
bathing rooms only).

Reconfigure accessible toilet compartment (stall) to provide a
self closing door with opening mounted at 4" (101 mm) max.
from the side wall or partition farthest from the water closet (For
door located in front of partition) (2010 ADA Fig. 604.8.1.1)

Relocate toilet seat cover dispenser to provide a clear space
between the side wall grab bar and projecting objects above of
12" (305 mm) min. (2010 ADA Fig. 609.3). Per 36.304(d)(2)(i)
Safe harbor. Elements that comply with the corresponding
technical requirements and scoping requirements for those
elements in the 1991 Standards do not need to be modified
in order to comply with the requirements set forth in the
2010 Standards.

Relocate toilet seat cover dispenser and mount between 15" to
48" (380 mm - 1219 mm) above the finished floor for
unobstructed forward approach to object (2010 ADA Fig.
308.2.1). Per 36.304(d)(2)(i) Safe harbor. Elements that
comply with the corresponding technical requirements and
scoping requirements for those elements in the 1991
Standards do not need to be modified in order to comply
with the requirements set forth in the 2010 Standards.

Relocate stall partitions to provide a 60" (1524 mm) min. wide
by 56" (1422 mm) min. accessible toilet compartment for a wall
mounted water closet (2010 ADA Fig. 604.8.1.1).

Relocate trash bin to provide a 30" by 48" (762 mm by 1219
mm) min. wheelchair clear floor space at hand sanitizer (2010
ADA Figs. 305.3-305.5).
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Fulton County ADA Transition Plan
SENIOR SERVICES
Appendix 7-14

RSC

ACS

ACS

ACS

ACs

ACs

ACs

ACs

Item No.

0013

0014

0018

0019

0020

0021

0022

Department

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Bldg Name

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Address

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

Area Type; COM

Line Fl. SPC/ Room No. Name Physical Obstacle
PRGM
Corridor by Women's Hand sanitizer is mounted beyonvd required
reach allowed for approach provided and is
1st COM SPC Accessible Restroom " L
" mounted at 55" (1397 mm) above the finished
(Building B)
floor.
Paper towel dispenser is mounted beyond
1st COM SPC Men's Accessible Restroom :required reach allowed for approach provided
(Building B) and is mounted at 59.5" (1511 mm) above the
finished floor to paper.
. " Coat hook is mounted beyond required reach
Men's Accessible Restroom . :
1st COM SPC (Building B) allowed for approach provided and is mounted
9 at 59.25" (1505 mm) above the finished floor.
1st COM SPC Men's Accessible Restroom : Accessible toilet compartment (stall) door is
(Building B) located at 5" (127 mm) from the front partition.
1st COM SPC Men's Accessible Restroom  Toilet seat cover dispenser is mounted 7" (178
(Building B) mm) over the side wall grab bar.
Water closet has the rear wall grab bar
1st COM SPC Men's Accessible Restroom mounted at 22" (559 mm) perpendicular from
(Building B) the water closet centerline the outer flange
(open side) of the grab bar.
1st COM SPC Men's Accessible Restroom Accessible toilet compartment (stall) is 59.5'

(Building B) (1511 mm) wide by 58.75" 1492 mm) deep.

ADA Code Proposed Correction

Lower or install hand sanitizer at 48" (1219 mm) max. above the
§308.2.1 finished floor for forward approach to object (2010 ADA Fig.
308.2.1).

Lower or install paper towel dispenser at 48" (1219 mm) max.
§308.2.1 above the finished floor to paper for forward approach to object
(2010 ADA Fig. 308.3.1).

Lower or install coat hook at 48" (1219 mm) max. above the

§603.4 finished floor for forward approach to object.

Reconfigure accessible toilet compartment (stall) to provide a
self closing door with opening mounted at 4" (101 mm) max.
from the front partition (For door located in sidewall or partition)
(2010 ADA Fig. 604.8.1.2)

§604.8.1.2

Relocate toilet seat cover dispenser to provide a clear space
between the side wall grab bar and projecting objects above of
12" (305 mm) min. (2010 ADA Fig. 609.3). Per 36.304(d)(2)(i)
Safe harbor. Elements that comply with the corresponding
technical requirements and scoping requirements for those
elements in the 1991 Standards do not need to be modified
in order to comply with the requirements set forth in the
2010 Standards.

§609.3

Install a 36" (914 mm) min. long rear wall grab bar that extends
24"(610 mm) min. from water closet centerline to the outer
flange (on open side) of the grab bar and 12" (305 mm) min.

§604.5.2 from the water closet centerline to the inner flange (on wall
side) of grab bar, mount between 33" and 36" (838 mm - 914
mm) above the floor to top of the gripping surface (2010 ADA
Fig 604.5.2)

Relocate stall partitions to provide a 60" (1524 mm) min. wide
§604.8.1.1 by 56" 1422 mm) min. deep accessible toilet compartment for a
wall mounted water closet (2010 ADA Fig. 604.8.1.1).
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Fulton County ADA Transition Plan

SENIOR SERVICES
Appendix 7-14

RSC

ACS

ACS

ACS

ACS

ACs

ACs

ACs

Item No.

0023

0025

0026

0027

0028

0029

0030

0031

Department

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Bldg Name

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Address

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

Area Type; COM

Line Fl. SPC/
PRGM

1st COM SPC

1st COM SPC

1st COM SPC

1st COM SPC

1st COM SPC

0004 1st COM SPC

1st COM SPC

1st COM SPC

Room No. Name

Men's Accessible Restroom :Urinal is mounted at 17.5" (444 mm) above

(Building B)

Multipurpose Hall (Building
B)

Multipurpose Hall (Building
B)

Multipurpose Hall (Building  Trash bin encroaches over hand sanitizer

B)

Multipurpose Hall (Building
B

Accessible Route Leading to : Shopping carts and boxes encroach into

Stage at Multipurpose Hall
(Building B)

Accessible Route Leading to
Stage at Multipurpose Hall
(Building B)

Accessible Route Leading to
Stage at Multipurpose Hall
(Building B)

Physical Obstacle

the finished floor to top of rim.

Clothes rod is mounted beyond required reach

ADA Code

8605.2

allowed for approach provided and is mounted : §308.2.1

at 58.5" (1486 mm) above the finished floor.

Shelf is mounted at 61.25" (1556 mm) above

the finished floor to the top

clear floor space.

Hand sanitizer is mounted at 56.75" (1441
mm) above the finished floor to the highest

operable part.

§308.2.1

§305.3

§308.2.1

passage width reducing it to less than 36" (914 - §403.5.1

mm).

Ramp has non-compliant extensions.

Ramp with a change in direction has a 57" by
57" (1448 by 1448 mm) wide landing.

§505.10.1

8405.7.4

Proposed Correction

Lower urinal and mount at 17" (431 mm) max. above the
finished floor to top of rim. (2010 ADA Fig. 605.2). Per 2010
ADA section 213.3 urinals are only required to comply with
section 605 where more than one urinal is provided.

Lower or install accessible clothes rod at 48" (1219 mm) max.
above the finished floor for forward approach to object (2010
ADA Fig. 308.2.1).

Lower or install shelf at 48" (1219 mm) max. above the finished
floor to highest shelf (2010 ADA Fig. 308.2.1).

Relocate trash bin to provide a 30" by 48" (762 mm by 1219
mm) min. wheelchair clear floor space (2010 ADA Figs. 305.3-
305.5).

Lower or install hand sanitizer at 48" (1219 mm) max. above the
finished floor to the highest operable part (2010 ADA Fig.
308.2.1).

Relocate shopping carts and boxes to provide a 36" (914 mm)
min. clear width continuously (2010 ADA Fig. 403.5.1).

Provide handrails extensions 12" (304 mm) min. beyond the top
and bottom of the ramp segment (2010 ADA Fig. 505.10.1).

Rework ramp to provide 60" by 60" (1524 mm by 1524 mm)
min. long landing, for ramps with a change of direction and runs
rising over 30" (762 mm) (2010 ADA Fig. 405.7).
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SENIOR SERVICES
Appendix 7-14

Fulton County ADA Transition Plan

RSC

ACS

ACS

ACS

ACS

ACS

ACS

ACS

ACS

ACS

ACs

ACs

ACs

ACs

Item No.

0032

0035

0036

0037

0038

0039

0040

0041

0043

0045

0046

0048

0049

Department

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Bldg Name

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Address

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

Line

0005

Area Type; COM

Fl. SPC/
PRGM
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC
1st COM SPC

Room No. Name

Accessible Route Leading to
Stage at Multipurpose Hall
(Building B)

Servery No. 208 (Building B)

Servery No. 208 (Building B)

Servery No. 208 (Building B)

Servery No. 208 (Building B)

Servery No. 208 (Building B)

Servery No. 208 (Building B)

Servery No. 208 (Building B)

Corridor by Library (Building
B)

Library Room No. 509
(Building B)

Library Room No. 509
(Building B)

Game Room No. 510
(Building B)

Game Room No. 510
(Building B)

Physical Obstacle

Boxes encroach into landing at change in
direction.

Cup dispenser is mounted beyond required
reach allowed for approach provided and is
mounted at 58.75" (1492 mm) above the

Beverage dispenser control is mounted
beyond required reach allowed for approach
provided and is mounted at 54.75" (1391 mm)
above the finished floor.

Ice tea dispenser is mounted beyond required
reach allowed for approach provided and is
mounted at 60.25" (1530 mm) above the
finished floor to the highest operable part.

Condiment dispenser is mounted beyond
required reach allowed for approach provided
and is mounted at 64.75" (1645 mm) above
the finished floor.

Mug dispenser is mounted beyond required
reach allowed for approach provided and is
mounted at 56.5" (1435 mm) above the
finished floor.

Paper plates are mounted beyond required
reach allowed for approach provided and is
mounted at 51.75" (1314 mm) above the
finished floor.

Lunch counter (tray slide) is mounted at 34.75"

(883 mm) above the finished floor to the top.

TV protrudes into walkway, projecting 5" (127
mm) from back wall, and is mounted at 64.5"
(1638 mm) above the finished floor to its
bottom leading edge.

Hand sanitizer dispenser is mounted at 51.5"
(1308 mm) above the finished floor to highest
operable part.

Book shelves are mounted at 49.25" (1251
mm) above the finished floor to highest shelf.

TV does not have the closed caption unit
turned on.

Tables have a non-compliant 26" (660 mm)
knee clearance above the finished floor that is
26" (660 mm) wide.

ADA Code

8405.7.4

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§308.2.1

§902.3

§307.2

§308.2.1

§308.2.1

§36.303 (e

§902.2

Proposed Correction

Remove boxes to provide 60" by 60" (1524 mm by 1524 mm)
min. long landing, for ramps with a change of direction and runs
rising over 30" (762 mm) (2010 ADA Fig. 405.7).

Place plastic cup dispensers at 44" (1219 mm) max. above the
finished floor, over a 20"- 25" (510 mm - 1120 mm) max.

obstruction. and at 15" (381 mm) min. above the finished floor
Lower or Instail beverage dispenser control at 48 (1219 mm)

max. above the finished floor for forward approach to object
(2010 ADA Fig. 308.2.1). Implement policy to have food
service workers assist disabled senior citizens pour their
beverages from the dispensers, and post signage

indicating that assistance is available upon request.
(898 204 (1) and 828 INE (h) ()
Lower or install ice tea dispenser controls at 48" (1219 mm)

max. above the finished floor for forward approach to object
(2010 ADA Fig. 308.2.1). Implement policy to have food
service workers assist disabled senior citizens pour their
heveranes fram the disnansers_and nost sinnane

Lower or install condiment dispenser at 48" (1219 mm) max.
above the finished floor for forward approach to object (2010
ADA Fig. 308.2.1). Implement policy to have food service
workers assist disabled senior citizens pour their
beverages from the dispensers, and post signage
indicating that assistance is available upon request.
(836.304 (f) and §36.305 (b) (3)).

Lower or install mug dispenser at 48" (1219 mm) max. above
the finished floor for forward approach to object (2010 ADA Fig.
308.2.1). Implement policy to have food service workers
assist disabled senior citizens pour their beverages from
the dispensers. and post sianaae indicatina that

Lower or install paper plates at 48" (1219 mm) max. above the
finished floor for forward approach to object (2010 ADA Fig.
308.2.1). Implement policy to have food service workers
assist disabled senior citizens pour their beverages from
the dispensers, and post signage indicating that
assistance is available unon reauest. (&36.304 (f) and

Rework and provide a lunch counter (tray slide) mounted at 34"
(863 mm) max. above the finished floor to the top.

Relocate or recess TV so that it does not project more than 4"

(101 mm) from back wall to outer leading edge or install at 80"
(2032 mm) above the finished floor to its bottom leading edge

(2010 ADA Fig. 307.2).

Lower or install hand sanitizer dispenser at 48" (1219 mm) max.
above the finished floor to highest operable part (2010 ADA Fig.
308.2.1).

Lower or install brochure rack at 48" (1219 mm) max. above the
finished floor to highest shelf (2010 ADA Fig.
308.2.1).Implement policy to assist users by retrievina

Implement a policy to have the closed caption feature on during
business hours.

Provide seating with a corresponding 30" by 48" (762 mm by
1219 mm) clear floor space, 27" (685 mm) min. bottom knee
clearance, that is 30" (762 mm) wide and has a 17" (430 mm)
horizontal projection.
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Fulton County ADA Transition Plan

SENIOR SERVICES

Appendix 7-14

RSC

ACS

ACS

ACS

ACS

ACs

ACS

ACs

ACS

Item No.

0052

0054

0055

0056

0057

0058

0059

0062

0063

Department

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Senior Services

Bldg Name

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Dorothy C Benson
Senior Multipurpose

Address

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

6500 Vernon Woods Dr NE
Atlanta, GA 303258

Fl.

1st

1st

1st

1st

1st

1st

1st

1st

1st

Area Type; COM
SPC/
PRGM

COM sPC

COM SPC

COM sPC

COM SPC

COM SPC

COM SPC

COM SPC

COM SPC

COM SPC

Room No. Name

Computer Lab Room B No.
521 (Building B)

Craft Room No. 513
(Building B)

Craft Room No. 513
(Building B)

Craft Room No. 513
(Building B)

Craft Room No. 513
(Building B)

Craft Room No. 513
(Building B)

Craft Room No. 513
(Building B)

Ceramics Room No. 518
(Building B)

Ceramics Room No. 518
(Building B)

Physical Obstacle ADA Code Proposed Correction

Hand sanitizer is mounted beyond required
reach allowed for approach provided and is
mounted at 48.5" (1232 mm) above the
finished floor to the highest operable part.

Lower or install hand sanitizer at 48" (1219 mm) max. above the
§308.2.1 finished floor for forward approach to the highest operable part
(2010 ADA Fig. 308.2.1).

Hand sanitizer is mounted beyond required
reach allowed for approach provided and is
mounted at 52" (1321 mm) above the finished
floor to the highest operable part.

Lower or install at hand sanitizer 48" (1219 mm) max. above the
§308.2.1 finished floor to the highest operable part (2010 ADA Fig.
308.2.1).

Telephone is mounted at 57.25" (1454 mm) Lower or install telephone at 48" (1219 mm) max. above the
above the finished floor to the highest operable: §308.2.1 finished floor to the highest operable part (2010 ADA Fig.
part. 308.2.1).

Relocate trash bin to provide a 30" by 48" (762 mm by 1219
§305.3 mm) min. wheelchair clear floor space (2010 ADA Figs. 305.3-
305.5).

Trash bin encroaches over thermostat clear
floor space.

Relocate trash bin to provide the required 18" (457 mm) min.
§404.2.4 'maneuvering clearance on the pull side of the door (2010 ADA
Fig. 404.2.4.1).

Trash bin encroaches over maneuvering
clearance on the pull side of the door.

Shelf is mounted at 67.5" (1714 mm) above
the finished floor.

Lower or install shelf rack at 48" (1219 mm) max. above the

830821 finished floor (2010 ADA Fig. 308.2.1).

Paper towel dispenser is mounted beyond
required reach allowed for approach provided
and is mounted at 59.75" (1518 mm) above
the finished floor to the highest operable part.

Lower or install paper towel dispenser at 48" (1219 mm) max.
§308.2.1 above the finished floor to the highest operable part (2010 ADA
Fig. 308.3.1).

Shelf is mounted at 65.25" (1657 mm) above
the finished floor.

Lower or install shelf at 48" (1219 mm) max. above the finished

830821 fi50r (2010 ADA Fig. 308.2.1).

Telephone is mounted at 57.75" (1467 mm) Lower or install telephone at 48" (1219 mm) max. above the
above the finished floor to the highest operable: §308.2.1 finished floor to the highest operable part (2010 ADA Fig.
part. 308.2.1).
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